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Semi-transparent satin 
finish paint.  Extremely 
easy to apply and 
slow drying.  Multiple 
decoration effects can 
be obtained 
depending upon 
chosen tools and 
decorator´s skills.

DESCRIPTION ALTA DECORACION               

VELADOS Y TAMPONADOS          

-Allows a great variety of application such as: Spatulas (ref. 657050), Chamois, Wool glove (ref. 
657047), Special Chamois Rollers (ref. 657046) Tubular or Textile Pad, Brush, Aerographic spray gun 
(preferably gravity type) Marine sponge or any other tool created by the skilled decorator.
-Easy to amend.
-Extremely quick to apply.
-Does not absorb.
-Gives a satin finish.
-Offered in semitransparent pastel shades.
-Depending upon product proportion, application system or background colour, different shades can be 
obtained.
-Highly resistant  to weather conditions.
-Great washability.
-Very good elasticity.
-Very smooth to apply.
-Perfectly micronised, allowing spray gun application.
-Excellent adhesiveness level.
-Does not yellow. ( Acrylic ester resine based).
-Extremely low odour.
-Does not spread fire.

-Nature: Ester acrylic dispersion.
-Appearence: Satin.
-Gloss index (UNE48026 at 85º): 55+10% Depending upong application.
-Texture: extremely fine.
-Colours: 10 colours. See real application samples on Alta Decoracion Num. 8.  Real background 
samples 6, 7, 8. Parting from a base and using our CROMISERVICE System, identical colours can be 
achieved: VELATO ACABADO BASE TR.
-Pigments: Fast in weather conditions organic and inorganic.
-Specific gravity: (ASTM D-1475-90): 1'01 + 0,05 Kg./l.
-Viscosity (Brookfield RTV spin 5 at 20 r.p.m.): 50-80 Poises.
-Drying (20º C HR: 60%):
 - To touch: 2-4 hours.
 - Washing: 20-30 days.
-Gardner washability (DIN-53778): 50.000 d. p.

AFNOR: T. 30.003 - FAMILIA I CLASE 7b2

-Thinner: Water.
-Tools: -Thinning:
-Brush:  0-15% max.
-Woolen glove:  0-15% max.
-Aerograph:  0-15% max.
-Spatula:  0-15% max.
-Special chamois roller:  0-15% max.
-Marine sponge:  0-15% max.
-Tubular or textile pad:  0-15% max.
-Repainting (20º C, HR 60%):
-Minimum: 6 hours.
-Maximum: Unlimited.
-Dying: add 5% maximum water based Montotinte or Universal, or use our CROMISERVICE tinting 
system.
-Cleaning: water.

PROPERTIES

PRODUCT DATA SPECIFICATION

APPLICATION SYSTEMS

RECOMMENDED APPLICATIONS
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PROCESSES Primer Undercoat Finish

Cement morter:
-Wait till complete drying of product  (30 days minimum).
-Remove off any efflorescences by abrassive jet and neutralize alkaline surfaces.
-Extremely polished surfaces should be sandpapered for pore opening.
-Anchor surfaces in bad condition with suitable priming fixer  (See Family 6).
-Remove off any foreing products or remains.
-Cover surface imperfections with Plastmont Exteriores (See Family 6 to help you choose the most 
suitable product to prepare surfaces).
-Plaster:
-Wait till complete drying of product (20% max. Moisture level).
-Remove off any foreign product or product remains.
-Remove off any efflorescences.
-Use Selladora Sellalux (sealant) or Pasta Mate Industrial (matt paste) to regulate surface absorption.
-Extremely polished surfaces should be sandpapered for pore opening.
-Very damaged surfaces should be fixed with Emulsion Fijadora Fijamont (fixer).
-Cover surface imperfections with plaster  (See Family 6 to help you choose the most suitable product 
to prepare surfaces).
-Mildewed surfaces should be treated with Montolimp fungicide.

 Remove off old paints completely.
2. Brilliant surfaces should be matted to ensure good adherence.
3. Check paint type and anchoring in painted surfaces to avoid incompatibilities.  Remove off any dust 
or dirt before painting.
4.Cover surface imperfections with suitable putty of plaster (See Family 6 to help you choose the most 
suitable product to prepare surfaces).
5.Mildewed surfaces should be treated with Montolimp fungicide.
6.Should you need to apply on old paints, these should be of good quality.

NEW SURFACES PREPARATION

SURFACE RESTORATION

APPLICATION

OLD PAINTS IN 
GOOD CONDITION

FIJADOR
2360
2370

FONDO VELATO 1258

VELATO COLORStd:

Max:

OLD PAINTS IN 
BAD CONDITIONS

FIJADOR
2360
2370

FONDO VELATO 1258

VELATO COLORStd:

Max:

NEW CEMENT AND 
BY PRODUCTS

FIJADOR
2360
2370

FONDO VELATO 1258

VELATO COLORStd:

Max:

DRY PLASTER AND 
BY PRODUCTS

FIJADOR
2360
2370

FONDO VELATO 1258

VELATO COLORStd:

Max:

NEW WOOD AND 
BY PRODUCTS

SELLADORA 
2340

FONDO VELATO 1258

VELATO COLORStd:

Max:
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SAFE AND SAFETY - ENVIROMENT NOTICE

Do not eat, drink or smoke when using product.
If eye contact occurs, wash with plenty of fresh water.
Toxical product if ingested.
Keep away from children’s reach.
Do not empty waste into drains or water courses.
Store product only in dry areas.

ALSO IN SOLVENT BASED PRODUCTS:
Apply product in well-ventilated areas. In case if insufficient 
ventilation, wear suitable respiratory protective masks.
Wear suitable mask or protective clothing when using spray 
gun or for the sandpapering and brushing of paint.
Keep area to be painted well ventilated until complete drying 
of product.
Do not ingest or inhale product. Avoid skin or eye contact. If 
eye contact occurs, seek medical attention immediately.
Store product only in well ventilated, not-flammable areas.

The information contained herein, is only based on our current 
knowledge, laboratory tests and practical use under specific 
circumstances and objective decision. Due to the impossibility 
to give specific description for every different painting surface 
and being the nature conditions beyond our control, we are 
unable to guarantee the total repeatability in every concrete 
use.
The manufacturer and sales person do not assume any 
responsibility, unless a specific written agreement has been 
previously made, for the use of our products derived from the 
application of our products according to our 
recommendations, since these are beyond our control.
Due to the constant technical development, our 
recommendation do not relieve our costumers of the necessity 
to test our products, on their own responsibility, for suitability 
for the purpose envisaged, and checked that the information 
given harein has not been updated. The recommendations 
given herein sepersede previous ones regarding the same 
product.

MADE IN THE UE

-Apply suitable plaster or putty. 
-Do not apply on wet or frosty surfaces caused by extremely cold night temperatures or when rain or frost has been forecast to avoid 
the binding properties to frost and lose product adherence, reducing and affecting product results in the short and long term.
-Apply at temperatures and on surfaces over 5º C.
-Do not apply at high temperatures or over reheated surfaces since this will dry product only superficially, not deeply and the final 
results and quality of product will be reduced.
-Product shelf life: 30 months from manufacturing date, provided is kept in original closed container, in a dry room, at temperatures 
between 5º C and 35º C maximum.
-The current EEC marketing merchansing laws and regulations must be observed and carried out at all times.
-Under the current EEC laws and regulations, norms indicated in container must be observed and carried out at all times.

GENERAL INFORMATION

2350

SURFACES IN BAD 
CONDITIONS

FIJADOR
2360
2370

FONDO VELATO 1258

VELATO COLORStd:

Max:

MILDEWED 
SURFACES

MONTOLIMP + FIJADOR
2360
2370

FONDO VELATO 1258

VELATO COLORStd:

Max:
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