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Brilliant hammered-
metal looking 
synthetic enamel 
called "Martele".

DESCRIPTION ESMALTES                      

SINTETICOS                    

-Exterior.
-Interior.
-Mainly applicable on metal surfaces previously primed.
-Mainly applicable on wood previously primed with pigmented products.
-Very popular for the painting of lifts.
-Very popular for the painting of machinery.
-Mainly applied on radiators, mechanical tools and wood previously primed.
-Highly recommended for decorating.

-Does not yellow.
-Long lasting gloss.
-Excellent rub resistance.
-Heat resistance.
-Outstanding hardness.
-Totally washable with water and detergents of domestic use.
-Very  quick drying.
-Good elasticity.
-Good chemical resistance to oils, cleaning products etc.
-Very good adherence level and surface penetration.
-Becomes odourless once dry.

-Nature: Solvent based synthetic resines.
-Appearence: Glossy.
-Gloss index  (UNE-48026 a 60º): 80+_10% approximately.
-Texture: Smooth.
-Colours: Martele and Martele Cromiservice colour charts. Light fastess and weather condition 
resistance.
-Specific gravity (ASM D-1475-90): 1.00*-0.05 Kg./l. Depending on colour.
-Approximate performance per coat: 9-10 m2/l. Depending on colour.
-Drying: (20º C HR: 60%):
          -to touch: 15-20 minutes.

-Thinner Disolvente Universal-1405.
-Tools/Thinning
          -Brush: 5-10%
          -Roller: 5-10%
          -Aerographic spray gun: 5-15%
          -Low pressure turbo: 5-15%
          -Airless: 5-15%
          -Airmix: 5-15%
-Standard working conditions 20º C and H.R.: 60% 
          -Minimum time between coats: 3-4 hours.
          -Maximum time between coats: unlimited.
          -Repainting: 3-4 hours.
          -Total hardness: 21 days.
          -Sandpapering: Always sandpaper after several days between coats.
-Cleaning: Disolvente 1405

New wood:
-Surface should be free of any foreign products or remains.
-Apply on wood with less than 20% moisture content.
-Apply on wood in good condition, dry and free of grease and dust.
-Sandpaper and eliminate any remains in joints and mechanical faults.

PROPERTIES

PRODUCT DATA SPECIFICATION

APPLICATION SYSTEMS

NEW SURFACES PREPARATION

RECOMMENDED APPLICATIONS
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PROCESSES Primer Undercoat Finish

-Old wood should be previously sandpapered and primed.  Remove any dust by brushing it off or using 
any other mechanical system.
We recommend priming with Sellalux or Pasta Mate Industrial in this case.
Iron and by-products:
-For surface protection prior to decoration, apply a suitable primer (See familily 9) following its 
corresponding data sheet guidelines.
-Prior to decoration, surface should be  free of any foreign products, grease, dust and completely dry. 
Should it show any rust, apply our Oxifin or remove it by brushing off or any other mechanical system.

-Maderas nuevas:
          -El soporte debe estar exento de productos extraños y/o residuos.
          -Aplicar sobre maderas con un contenido de humedad inferior al 20%
          -Aplicar sobre maderas sanas, bien desengrasadas, sin polvo y secas.
          -Lijar y eliminar posibles restos de cola en los ensamblajes y fallos del mecanizado.
          -Si la madera presenta signos de envejecimiento debe ser previamente lijada, imprimada y 
eliminado el polvo mediante cepillado o cualquier otro medio mecánico.
          -En este caso la imprimación más adecuada es la Imprimación Sellalux o Pasta Mate Industrial.
-Hierro y sus derivados:
          -Para proteger el soporte, previo a su decoración, tratar con imprimaciones adecuadas (familia 9) 
siguiendo las especificaciones marcadas en su ficha.
          -Para la decoración del soporte, éste debe estar exento de productos extraños y/o residuos, así 
como bien desengrasado, sin polvo y seco. Si presenta signos de oxidación, el óxido debe ser 
eliminado mediante cepillado o cualquier otro medio mecánico. También es adecuado el Oxifín (ver 
ficha técnica).

Painted or varnished surfaces:
-If they have been varnished with Montoxyl Color (ref. 1300), remove off foreign remains, or areas in bad 
condition, sandpaper slightly, brush any resulting dust and proceed as per new wood.
-If the have been varnished, apply a stripping product such as Quitamont Universal (ref. 3510) or use a 
mechanical system  and proceed as per new wood.  
-If they have been painted with synthetic enamels (such as Montosintetic ref. 2020, 2024), Marisma (ref. 
2010, 2014), Luxatin (ref. 2028) or similar,  sandpaper slightly to open pore, brush any resulting dust 
and proceed as per new wood.
Iron and its enamelled by-products:
-For paints in good condition, sandpaper slightly to open pore and test adherence level.
-Paints in bad condition should be removed by mechanical or chemical systems and proceed as per 
new surfaces.

-Product should be homogenized properly.
-Spray first coat slightly.  Apply than a second or even a third coat.
-Do not apply product at high temperatures or overheated surfaces exposed to sunshine.
-Keep room well ventilated while product is drying.
-Do not apply when moisture content is over 80%.
-Minimum time given between coats must be observed to avoid brittle surfaces.
-Maximum time given between coats must be observed at all times to avoid adherence problems

SURFACE RESTORATION

APPLICATION

METAL IMPRIEPOX M10, IMPRIPOL, 
MINIO DE PLOMO, 
IMPRIMACION 
ANTIOXIDANTE BLANCA

IMPRIEPOX M10, IMPRIPOL, 
MINIO DE PLOMO, 
IMPRIMACION 
ANTIOXIDANTE BLANCA

MARTELEStd:

Max:

WOOD MONTOXYL FONDO SELLADORA SELLALUX
PASTA MATE INDUSTRIAL

MARTELEStd:

Max:
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SAFE AND SAFETY - ENVIROMENT NOTICE

Do not eat, drink or smoke when using product.
If eye contact occurs, wash with plenty of fresh water.
Toxical product if ingested.
Keep away from children’s reach.
Do not empty waste into drains or water courses.
Store product only in dry areas.

ALSO IN SOLVENT BASED PRODUCTS:
Apply product in well-ventilated areas. In case if insufficient 
ventilation, wear suitable respiratory protective masks.
Wear suitable mask or protective clothing when using spray 
gun or for the sandpapering and brushing of paint.
Keep area to be painted well ventilated until complete drying 
of product.
Do not ingest or inhale product. Avoid skin or eye contact. If 
eye contact occurs, seek medical attention immediately.
Store product only in well ventilated, not-flammable areas.

The information contained herein, is only based on our current 
knowledge, laboratory tests and practical use under specific 
circumstances and objective decision. Due to the impossibility 
to give specific description for every different painting surface 
and being the nature conditions beyond our control, we are 
unable to guarantee the total repeatability in every concrete 
use.
The manufacturer and sales person do not assume any 
responsibility, unless a specific written agreement has been 
previously made, for the use of our products derived from the 
application of our products according to our 
recommendations, since these are beyond our control.
Due to the constant technical development, our 
recommendation do not relieve our costumers of the necessity 
to test our products, on their own responsibility, for suitability 
for the purpose envisaged, and checked that the information 
given harein has not been updated. The recommendations 
given herein sepersede previous ones regarding the same 
product.

MADE IN THE UE

-When applying "Marteles", please bear in mind that due to their high silicone content, other products in close contact with them may 
get contaminated, making them unsuitable for repainting.
-any tool used to apply marteles should be thoroughly cleaned after the job is finished and use it only for this type of painting.
-Only apply on dust-free environments.
-Do not apply layers too thick to avoid  bubble forming.
-Should it be applied on iron, this should be previously treated with suitable primer (see above table),  clean, dry and free of any 
grease.  
-Apply suitable plaster or putty on any cracks or fissures.
-Should it be applied on exotic wood types, remove any trace of grease.
-Do not apply on wet surfaces caused by cold temperatures at night or overheated to avoid reducing and affecting product results in 
the short and long term.
-Product shelf life: 24 months from manufacturing date, provided is kept in original closed container, in a dry room, at temperatures 
between 5º C and 35º C maximum.
-The current EEC marketing merchandising laws and regulations must be observed and carried out at all times.
-Under the current EEC laws and regulations, norms indicated in container must be observed and carried out at all times.

GENERAL INFORMATION
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