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Additive in powder 
form.  Specially 
formulated to make 
floor paints non-slip.

DESCRIPTION TRATAMIENTOS DEL SUELO        

COMPLEMENTOS SUELO            

-Exterior/interior.
-Ideal for areas where due to frequent rain, snow,  water condensation, and bad weather conditions,  
there is a risk of slipperiness.
-Highly suitable for floor paints (see family 8) such as Clorocaucho Suelos (Ref.2110), Poliumont + 
Catalizador Poliumont (Ref.2120), Aquaepóxi + Catalizador Aquaepóxi (Ref.. 2130), Montoepox S-10 + 
Catalizador Montoepox (Ref.2160), Pavimont (Ref.2155), Montosport Suelos (Ref.2100).
- Speciallly formulated to sprinkle at:
 - Swimming pools sorroundings.
 - Ramps.
 - Staircases.

-High stability.
-Easy to incorporate to floor paints by simple homogenization.
-Inert.
-Odourless.
-Toxic-free by chemical composition.
-Hardly changes drying time of paint when incorporatd.
-Hardly changes paint finish when incorporated.

-Nature: Silice.
-Appearence: Powder.
-Colour: Beige. Does not change final product colour.
-Size: Between 50 and 500 micres (usually  250 micres).
-Bulk density: 1,50 ± 0,05 Kg./l.
-Packing density: 2,67 ± 0,05 Kg./l.
-Drying (20º C HR: 60%):
 -Less than paint to which is going to be added.
-Paint incorporation: between 0,2 and 0,4 Kg./l paint.
-Sprinkled over wet paint: Approximately 0,5 Kg./l paint.

-Tools: -thinning:
-Brush: Incorporate and homogenize.
-Roller: Incorporate amd homogenize.
-Spray gun for coarse textured coatings: Incorporate and homogenize.
-Sprinkled:
-Mechanical system: Suitable  signalling machinery.
-Manual  system: Sprinkled.

Proceed as  per corresponding data sheet guidelines.

Asphaltic surfaces:  Proceed as per corresponding data sheet guidelines.

Proceed as per corresponding data sheet guidelines.

PAINT INCORPORATION:
-Incorporate to paint and homogenize within given  proportions as per data sheet guidelines.
-Should it be added to water based paints, ensure that materials are anti-rust (such as stainless steel).  
Apply with special machinery types which enables addition with  minimal thinning.

PROPERTIES

PRODUCT DATA SPECIFICATION

APPLICATION SYSTEMS

NEW SURFACES PREPARATION

SURFACE RESTORATION

APPLICATION

RECOMMENDED APPLICATIONS
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SAFE AND SAFETY - ENVIROMENT NOTICE

Do not eat, drink or smoke when using product.
If eye contact occurs, wash with plenty of fresh water.
Toxical product if ingested.
Keep away from children’s reach.
Do not empty waste into drains or water courses.
Store product only in dry areas.

ALSO IN SOLVENT BASED PRODUCTS:
Apply product in well-ventilated areas. In case if insufficient 
ventilation, wear suitable respiratory protective masks.
Wear suitable mask or protective clothing when using spray 
gun or for the sandpapering and brushing of paint.
Keep area to be painted well ventilated until complete drying 
of product.
Do not ingest or inhale product. Avoid skin or eye contact. If 
eye contact occurs, seek medical attention immediately.
Store product only in well ventilated, not-flammable areas.

The information contained herein, is only based on our current 
knowledge, laboratory tests and practical use under specific 
circumstances and objective decision. Due to the impossibility 
to give specific description for every different painting surface 
and being the nature conditions beyond our control, we are 
unable to guarantee the total repeatability in every concrete 
use.
The manufacturer and sales person do not assume any 
responsibility, unless a specific written agreement has been 
previously made, for the use of our products derived from the 
application of our products according to our 
recommendations, since these are beyond our control.
Due to the constant technical development, our 
recommendation do not relieve our costumers of the necessity 
to test our products, on their own responsibility, for suitability 
for the purpose envisaged, and checked that the information 
given harein has not been updated. The recommendations 
given herein sepersede previous ones regarding the same 
product.

MADE IN THE UE

PROCESSES Primer Undercoat Finish

-In products designated  for floors and pavements, the final result of any application depends on the proper surfaces preparation in 
order to achieve  the porosity, cleaning and consistency needed for each product. We generally recommend to prepare surfaces 
thoroughly, grit blasting and performing tests previous to the application of the product.
-Minimum time given between coats must be observed.
-Minimum and maximum coat thickness must be observed.
-Only apply  on pavement or surfaces with less than 5% moisture content.
-Do not apply on wet, moistened or frosty surfaces caused by cold temperatures at night or overheated, nor when rain or snow is 
forecast to avoid reducing and affecting product results in the short and long term.
-Apply suitable plaster or putty on cement surfaces indoors/outdoors.
-Products of two components must always  be mixed up within given proportions, and mixture pot life must be observed at all times.
-The current EEC marketing merchandising laws and regulations must be observed and carried out at all times.
-Under the current EEC laws and regulations, norms indicated in container must be observed and carried out at all times.
-Product shelf life: 18 months from manufacturing date, provided is kept in original closed container, in a dry room, at temperatures 
between 5º C and 35º C maximum.

GENERAL INFORMATION

-SPRINKLING:
-Incorporate to paint within given proportions as per data sheet guidelines.
-Apply when paint is still wet, with suitable machinery, when paint is dry,  remove any product excess by 
brushing it off.
-Should it be sprinkled by using a mechanical system, ensure that the projecting nozzles are supplied 
with abrasive products such as CARBON TUNGSTEN.  Should it be added to water based paints, 
ensure that mateirals are anti-rust (such as stainless steel).

OLD PAINTS IN 
GOOD CONDITION

PINTURAS SUELOS 
(FAMILIA 8)

PINTURAS SUELOS 
(FAMILIA 8)

Std:

Max:

NEW CEMENT AND 
BY PRODUCTS

PINTURAS SUELOS 
(FAMILIA 8)

PINTURAS SUELOS 
(FAMILIA 8)

Std:

Max:

ASPHALTIC 
SURFACES

PINTURAS SUELOS 
(FAMILIA 8)

PINTURAS SUELOS 
(FAMILIA 8)

Std:

Max:
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