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Anti-bacteria and 
fungicidal additive for 
water based paints.  
Gives oustanding 
mould, fungi and 
bacteria contamination 
resistance.

DESCRIPTION PRODUCTOS PARA USO ESPECIFICO 

BACTERICIDAS                  

-Exterior/interior.
-Specific product to be added to coarse textured coatings such as MONTOKRIL RUGOSO and LISO.
-Specific product to be added to emulsion paints such as  MONTOPLASTICA, OVALDINE or similar.
-Fungicidal additive applicable on construction materials such as plaster and by products, cement and 
by products, incorporated to water based paints.
-Prevents surfaces from getting contaminated by fungi, weed or bacteria.

-Gives maximum protection against weed and fungi.
-Gives an intense and lasting protection action.
-This product is most effective on the following type of fungi and weed:  Aurebasidium pullulans, 
Cladosporium herbarum, Penicilium Foniculosum, Trichoderma veride, Anabaena cylíndrica, 
Trentepholia odorata. Excellent results have been achieved  against:  Aspergillus niger, penicilium 
variable, chlorella fusca and others not detailed in this technical data sheet.  For further information , 
please consult our Technical Department.
-Alkali resistance.
-light resistance.
-Halogen free.
-Equally efficient at PH> 9 level.
-Stable between 3 and 13 PH level.
-Contains low hydrosolubility active substances.
-The final  product hardly becomes discolorated or yellowed
-Verly low odour, does not affer the final  product colour.
-Should the recommended proportions given by PINTURAS MONTO be followed, the properties of the 
final product obtained after adding MONTOPLAS do not become modified.

-Nature: Germicidal heterocycles.
-Appearence: Paste.
-Colour: Light beige. Does not alter final product colour within recommended proportions.No altera el 
-Pigments: Free.
-Specific gravity (ASTM D-1475-90): 1 ± 0,05 Kg./ l.
-Approximate performance per coat: Does not affect performance of paint to which is to be added.
-Drying (20ºC HR: 60%):
-To touch: Does not affect the drying process of paint to which is to be added.
-Low toxicity: DL50 Orally : 18.000mg./kg. Rats body weight  (active substances).

-Thinner: Water.
-Paint type:
-Ovaldine:1 l. Montoplas : 20 l. Paint.
-Montoplastica:1 l. Montoplas : 20 l. Paint.
-Montokril liso:1 l. Montoplas a 20 l. Paint.
-Montokril rugoso:1 l. Montoplas : 20 l. paint
-Cleaning: Water.

-We recommend priming based with MONTOLIMP (See  ref. 3200).
-Surfaces in bad condition should be primed with Emulsion Fijadora (ref. 2370) or Fijamont (ref. 2360).
-Similar recommended system to the water based product to which is to be added following  its 
technical data sheet specifications.

-Paints in bad condition and with poor adhesion degree should be removed off.
-We recommend priming base with MONTOLIMP (See ref. 3200).

PROPERTIES

PRODUCT DATA SPECIFICATION

APPLICATION SYSTEMS

NEW SURFACES PREPARATION

SURFACE RESTORATION

RECOMMENDED APPLICATIONS
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SAFE AND SAFETY - ENVIROMENT NOTICE

Do not eat, drink or smoke when using product.
If eye contact occurs, wash with plenty of fresh water.
Toxical product if ingested.

The information contained herein, is only based on our current 
knowledge, laboratory tests and practical use under specific 
circumstances and objective decision. Due to the impossibility 

PROCESSES Primer Undercoat Finish

-Product shelf life: 24 months from manufacturing date provided is kept in original closed container, in a dry room at temperatures 
between 5º C and 35º maximum.
-The current EEC marketing merchandising laws and regulations must be observed and carried out at all times.
-Under the current EEC laws and regulations norms indicated in container must be observed and carried out at all times.

GENERAL INFORMATION

-Surfaces in bad conditon should be primed with Wmulsion Fijadora (ref. 2370) or Fijamont (ref. 2360).
-Similar recommended system to the water based product to which is to be added following its technical 
data sheet specifications.

-Mix this product with: Montoplástica, Ovaldine, Montokril Liso and Rugoso within given proportions 
under Application Systems section and homogenize mixture by stick or an agitator such as  FAST- 
MIXER.
-Soak surface totally by using any recommended application system.
-Leave to dry, then proceed to painting over with an emulsion paint to which Montoplast product has  
been previously added.

APPLICATION

OLD PAINTS IN 
GOOD CONDITION

MONTOLIMP

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:

OLD PAINTS IN 
BAD CONDITIONS

EMULSION FIJADORA O 
FIJAMONT

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:

NEW CEMENT AND 
BY PRODUCTS

MONTOLIMP

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:

DRY PLASTER AND 
BY PRODUCTS

MONTOLIMP

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:

NEW WOOD AND 
BY PRODUCTS

MONTOLIMP

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:

METALLIC 
SURFACES

EMULSION FIJADORA O 
FIJAMONT

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:

MILDEWED 
SURFACES

MONTOLIMP

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

MONTOPLASTICA,MONTOK
RIL,OVALDINE+MONTOPLAS

Std:

Max:
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Keep away from children’s reach.
Do not empty waste into drains or water courses.
Store product only in dry areas.

ALSO IN SOLVENT BASED PRODUCTS:
Apply product in well-ventilated areas. In case if insufficient 
ventilation, wear suitable respiratory protective masks.
Wear suitable mask or protective clothing when using spray 
gun or for the sandpapering and brushing of paint.
Keep area to be painted well ventilated until complete drying 
of product.
Do not ingest or inhale product. Avoid skin or eye contact. If 
eye contact occurs, seek medical attention immediately.
Store product only in well ventilated, not-flammable areas.

to give specific description for every different painting surface 
and being the nature conditions beyond our control, we are 
unable to guarantee the total repeatability in every concrete 
use.
The manufacturer and sales person do not assume any 
responsibility, unless a specific written agreement has been 
previously made, for the use of our products derived from the 
application of our products according to our 
recommendations, since these are beyond our control.
Due to the constant technical development, our 
recommendation do not relieve our costumers of the necessity 
to test our products, on their own responsibility, for suitability 
for the purpose envisaged, and checked that the information 
given harein has not been updated. The recommendations 
given herein sepersede previous ones regarding the same 
product.

MADE IN THE UE
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