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Additive which added 
to any Monto water 
based paint increases 
the colourant effect, 
helps colour to 
disperse and reduces 
flocculation without 
altering product base 
quality.

DESCRIPTION PRODUCTOS PARA USO ESPECIFICO 

ADITIVOS                      

For interior or exterior use, depending on properties of product to which is to be added.
Direct application to water based Monto products, families 1 and 2 to enhance or increase colour with a 
minimum amount of colourant.
Ideal to be added to the following economical range of products such as: Mate Slam, Tornado Mate, 
Tornado Profesional Mate, Nevada Plus, Vinilmat Standard, Montoplex Mate, Tornado Goteable, 
Tornado Revestimiento Liso, Tornado Revestimiento Rugoso etc.
Excellent to be added to the above products with minimum amounts of colourants such as Montotinte 
Universal or Montotinte al Agua.

Very easy to be added to water based products.
Enhances colour and increases its intensity.
Improves adhesion degree of product to which is added.
Improves washability level of product to which is added.
Improves application (levelling etc) of product to which is added.
Improves compatibility of " Montotinte" products, avoiding or reducing its tendency of flocculation 
problems.
Applied within given proportions increases the sheen effect finish and uniformity  of mat products to 
which is to be added
Does not modify colour of product to  which is added and once dry become odourless.

-Nature: Mixture of modified binders with specific additives.
-Appearence: transparent fluid.
-Colour: bluish when wet.
-Specific weight  (ASTM D-1475-90): 1.05+_0.05 Kg./l.
-Viscosity (Brookfield RVT spin 5 at 20 r.p.m. A 20ºC): 25+_10 poises.
-Approximate performance per coat: as per product to which is to be added.
-Drying (20ºC HR: 60%):
     -As per product to which is added.

-Thinning: Do not dillute.
-Incorporate to the chosen product prior to the addition of Montotinte.
Application of resulting product:
-Brush: as per product to which is added.
-Roller: as per product to which is added.
-Aerographic spray gun: as per product to which is added.
-Low pressure Turbo: as per product to which is added.
-Airless: as per product to which is added.
-Airmix: as per product to which is added.
-Repainting: 
     -Minimum:  As per product to which is added.
     -Maximum: As per product to which is added.
Products to which this product can be added to are indicated  under  RECOMMENDED APPLICATIONS 
section.
Maximum recommended percentage: 15% per product to which is to be added.  
-Cleaning: Water.

Follow identical recommendations as per product to which is to be added.

Follow identical recommendations as per product to which is to be added.

PROPERTIES

PRODUCT DATA SPECIFICATION

APPLICATION SYSTEMS

NEW SURFACES PREPARATION

SURFACE RESTORATION

RECOMMENDED APPLICATIONS
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SAFE AND SAFETY - ENVIROMENT NOTICE

Do not eat, drink or smoke when using product.
If eye contact occurs, wash with plenty of fresh water.
Toxical product if ingested.
Keep away from children’s reach.
Do not empty waste into drains or water courses.
Store product only in dry areas.

ALSO IN SOLVENT BASED PRODUCTS:
Apply product in well-ventilated areas. In case if insufficient 
ventilation, wear suitable respiratory protective masks.
Wear suitable mask or protective clothing when using spray 
gun or for the sandpapering and brushing of paint.
Keep area to be painted well ventilated until complete drying 
of product.
Do not ingest or inhale product. Avoid skin or eye contact. If 
eye contact occurs, seek medical attention immediately.
Store product only in well ventilated, not-flammable areas.

The information contained herein, is only based on our current 
knowledge, laboratory tests and practical use under specific 
circumstances and objective decision. Due to the impossibility 
to give specific description for every different painting surface 
and being the nature conditions beyond our control, we are 
unable to guarantee the total repeatability in every concrete 
use.
The manufacturer and sales person do not assume any 
responsibility, unless a specific written agreement has been 
previously made, for the use of our products derived from the 
application of our products according to our 
recommendations, since these are beyond our control.
Due to the constant technical development, our 
recommendation do not relieve our costumers of the necessity 
to test our products, on their own responsibility, for suitability 
for the purpose envisaged, and checked that the information 
given harein has not been updated. The recommendations 
given herein sepersede previous ones regarding the same 
product.

MADE IN THE UE

PROCESSES Primer Undercoat Finish

Add this product to paint before its dying, otherwise, its performance will be disminished (resulting less colour intensity) and 
colourant flocculation may be caused.  This will naturally depend upon paint and colourant type and also on the amount of colourant 
added.  Should maximum recommended amount  be exceeded, this may cause the cracking of the paint to which is added.

GENERAL INFORMATION

a) Add chosen  product and agitate by mechanical or manual systems until perfectly homogenized prior 
to the addition of MONTOTINTE.
b) Proceed to colour with MONTOTINTE until perfectly homogenized by mechanical or manual systems.
c) Dillute according to recommended percentages of product to which is to be added.
D) Prime according to product base.

APPLICATION

PINTURAS MONTO, S.A. - Camino de la base militar s/n - 46169 Marines (Valencia) - SPAIN - Phone 961649339 - Fax 961648343

e-mail: comercial@montopinturas.com    http: www.montopinturas.com
2/2


