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Concentrated general 
purpose liquid 
colouring for all types 
of wate or solvent-
based paint to achieve 
full or pastel shades.

DESCRIPTION PRODUCTOS PARA USO ESPECIFICO 

COLORANTES LIQUIDOS           

-Compatible with most water or solvent based paints.
-Interior-exterior (depending on colour).
-Pastel or full shades for water based paints such as: Ester acrylic, stirene acrylic, vynil and 
homopolymers.
-Pastel or full shades for oil based paints.
-Pastel or full shades for synthetic enamels (glossy, mat or satin).
-Pastel or full shades for chlorinated rubber based paints.
-Pastel or full shades for polyurethane based varnishes.
-Pastel or full shades for nitocellulose based varnishes.
-Pastel or full shades for polyurethane based lacquers.
-Pastel of full shades for nitrocellulose based lacquers.
-Pastel of full shades for epoxy based paints, strenghened by incorporating amids.

-Easy to incorporate by simple agitation.
-Does not alter the base paint adhesion.
-Within given application proportions the solvent based drying process is hardly ever delayed.
-Within given application proportions original product gloss does  not becomed Modified.
-Colouring and resistance  power dependes upon  paint volume pigment concentration,  Different 
products give different colour densities and final resistance.

-Nature: Organic and inorganic pigments.
-Texture: Thixotropic paint.
-Colours: Negro-101, Ocre-162, Rojo Oxido-152, Beige-164, Amarillo-131, Rojo Vivo-150, Azul-186, 
Verde-124, Oliva-123.
-Pigments: Organic and inorganic.
-Specific gravity  (ASTM D-1475-90): 1,05 a 1,60 ± 0,05 Kg./l. Depending on colour
-Maximum recommended amount: 5%.

Thinner: None.
-thinning: None.
-Repainting: Same or superior as per paint products to be dyed.
-Dying : 5% maximum recommended
-Cleaning: Water.

Proceed as per product to which is to be dyed.

Proceed as per product to which is to be dyed.

-Agitate product until perfectly homogenized.
-Add to chosen paint and agitate by using mechanical or manual systems depending on paint technical 
characterirstiques and specific guidelines.
-For large amounts of product, begin by just adding a small colourant quantity to paint, then proceed to 
add remaining colourant.
-Despite the fact that floculation problems hardly ever arise with this product, a previous test should be 
made, specially if a BLACK MONOTOTINTE is used.  Should there be any floculation problems, please 
consult our Technical Department for further information.

PROPERTIES

PRODUCT DATA SPECIFICATION

APPLICATION SYSTEMS

NEW SURFACES PREPARATION

SURFACE RESTORATION

APPLICATION

RECOMMENDED APPLICATIONS
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SAFE AND SAFETY - ENVIROMENT NOTICE

Do not eat, drink or smoke when using product.
If eye contact occurs, wash with plenty of fresh water.
Toxical product if ingested.
Keep away from children’s reach.
Do not empty waste into drains or water courses.
Store product only in dry areas.

ALSO IN SOLVENT BASED PRODUCTS:
Apply product in well-ventilated areas. In case if insufficient 
ventilation, wear suitable respiratory protective masks.
Wear suitable mask or protective clothing when using spray 
gun or for the sandpapering and brushing of paint.
Keep area to be painted well ventilated until complete drying 
of product.
Do not ingest or inhale product. Avoid skin or eye contact. If 
eye contact occurs, seek medical attention immediately.
Store product only in well ventilated, not-flammable areas.

The information contained herein, is only based on our current 
knowledge, laboratory tests and practical use under specific 
circumstances and objective decision. Due to the impossibility 
to give specific description for every different painting surface 
and being the nature conditions beyond our control, we are 
unable to guarantee the total repeatability in every concrete 
use.
The manufacturer and sales person do not assume any 
responsibility, unless a specific written agreement has been 
previously made, for the use of our products derived from the 
application of our products according to our 
recommendations, since these are beyond our control.
Due to the constant technical development, our 
recommendation do not relieve our costumers of the necessity 
to test our products, on their own responsibility, for suitability 
for the purpose envisaged, and checked that the information 
given harein has not been updated. The recommendations 
given herein sepersede previous ones regarding the same 
product.

MADE IN THE UE

PROCESSES Primer Undercoat Finish

-Follow guidelines as per product to which is to be dyed.
-Light fastness and weather resistance will depen upon both: the chosen paint and colourant properties.
-The addition of two or mor solid and resistant pigments does not necessarily  imply that the resulting colour will also have these 
properties.  Full shades are always more resistant than pale shades.
-Due to the large and varied amounts of existing  paints in the market, compatibility tests should previously made.  For further 
information, please consult  out Technical Department.
-This product should never be applied on its own.  Its use is only recommended for the dying of paints.
-All MONTOTINTE UNIVERSAL range of products are recommended for exterior use, except the following products: Amarillo Medio-
132, Amarillo-131 and Rojo Vivo-150.

GENERAL INFORMATION
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